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Abstract (en)
1. Method for improving the pressure dependence of the burn-off behaviour of solid fuels or barrel weapon propellants which contain nitrocellulose
and other monomeric or polymeric nitro or nitrate compounds, resp., as well as stabilizers and other additives as well as metals or metal compounds
as burn-off influencing component, characterized in that the propellant is homogeneously distributed in a liquid and that then the metals or metal
compounds are precipitated by chemical or physical precipitation on the nitrocellulose and the other solid monomeric or polymeric nitro or nitrate
compounds, resp., and that thereafter the normal processing is carried out.

Abstract (de)
Das Verfahren zur Verbesserung der Druckabhängigkeit des Abbrandverhaltens von Festtreib- oder Rohrwaffentreibmitteln, die Nitrocellulose
oder andere feste Nitro- oder Nitratverbindungen sowie andere Zusätze und Metalle bzw. Metallverbindungen enthalten zeichnet sich durch die
chemische oder physikalische Ausfällung der Metalle oder Metallverbindungen auf der Nitrocellulose bzw. den Nitro- oder Nitratverbindungen aus.
Hierdurch sind die die Abbrandgeschwindigkeit beeinflussenden Verbindungen in engem kontakt mit den Verbindungen die sie beeinflussen sollen.
Die so gebildeten Verbindungen eignen sich für die Verwendung als Rohrwaffen- und Treibstoffkomponenten.
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