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Abstract (en)
[origin: ES482171A1] Apparatus for packing ribbon into a storage compartment in regular, uniform pleats. A pair of eccentric rotating feed rolls form
a nip gripping the ribbon and alternately extend peripheral portions into the storage compartment beyond fixed stripping elements on opposite sides
of the nip to form the ribbon in corresponding folds. The regular folding provides efficient storage and uniform compaction pressures, and permits
reliable ribbon withdrawal when the storage compartment is used for an endless ribbon.

Abstract (de)
Zur Bildung regelmäßiger Schleifen in der Speicherkammer (10) einer Bandkassette sind Transportrollen (30, 31) entweder exzentrisch gelagert
oder ellipitisch ausgebildet oder mit umlaufenden Zahnriemen wechselnder Dicke versehen, und nahe der Umfangsfläche der Rollen sind in der
Speicherkammer (10) stationäre Abstreifer angeordnet. Infolge der exzentrischen Lagerung bzw. der Gestaltung der Transportrollen (30, 31) ragt
deren Umfang im Verlauf der Drehung bei der Zufuhr des Bandes (12) in die Speicherkammer (10) wechselweise über die Abstreifer (36,37) hinaus
und tritt hinter dieselben zurück, so daß das Band (12) abwechselnd am Umfang der einen und der anderen Rolle (30,31) anhaftet, bis es jeweils
durch die Abstreifer (36,37) abgelöst wird und eine neue Schleife bildet. Die Schleifenlänge kann durch Wahl der Transportrollengröße und -
exzentrizität sowie durch die Anordnung und Länge der Abstreifer bestimmt werden.
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