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Abstract (en)
[origin: US4326467A] A pallet is provided from a single profiled metal sheet which has the opposite edges folded inwardly several times along bend
lines that extend transversely to profiled grooves of the sheet so as to form hollow girders having perpendicular supporting walls along the pallet
edges. The sheet is provided along the bend lines and in accordance with the configuration of the profiled grooves with rows of recesses having
associated slots to accommodate folding of the profiled sheet into the hollow girders.

Abstract (de)
Palette (1) aus wechselseitig abgekantetem, profiliertem Blech, das mit senkrecht zur Standfläche (5) und Ladefläche (12) angeordneten
Stützwänden (4, 6) kastenartige Hohlträger (10, 11) bildet. Die Palette (1) besteht aus einem einzigen profilierten Blech, welches an quer zu
den Profilnuten (3) des Bleches verlaufenden Biegekanten (7, 8, 9) mehrfach nach innen zur Bildung von Hohlträgern (10, 11) mit senkrechten
Stützwänden (4, 6) abgekantet ist. Das Blech weist entlang der Biegekanten (7, 8, 9) und entsprechend der Bemessung der Profilnuten (3) Reihen
von Aussparungen (13) und Schlitze auf, um die Ausbildung der Biegekanten zu ermöglichen.
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