
Title (en)
Locking device for remotely operated pivoting-sliding doors.

Title (de)
Verriegelungseinrichtung für fernbetätigte Drehschwenktüren.

Title (fr)
Dispositif de verrouillage pour portes pivotantes-coulissantes à télécommande.

Publication
EP 0035176 A1 19810909 (DE)

Application
EP 81101176 A 19810219

Priority
CH 172580 A 19800305

Abstract (en)
1. Locking device for remotely operated pivoting-sliding doors especially on rail vehicles, the locking element of which is kept in a closed position by
means of a spring (21) and moved in an opened position by means of a pressure transmitter (22), whereby the locking element consists of an angle
lever (16) which is pivotably borne around a bolt (19) at its vertex and in active connection with a reversing lever (7), characterized in that an arm
(3) of the reversing lever (7) is flexibly connected with the piston rod (2) of the cylinder (1) of the door drive and that another arm (6) of the reversing
lever (7) possesses a swivel roller (20) against which, solely in the closed position, one leg (17) of the angle lever is pressed so that a turn of the
reversing lever (7) caused by the door drive is blocked and that, in the opened position, the active connection between the angle lever (16) and the
reversing lever (7) is cancelled.

Abstract (de)
Das Verriegelungsorgan (16) ist mittels einer Feder (21) in einer Geschlossenstellung gehalten und über einen Druckgeber in eine Offenstellung
bewegt. Durch Anordnen des als Winkelhebel (16) ausgebildeten Verriegelungsorgans im Türantriebssystem wird die Tür (13, 15) indirekt verriegelt
und zeichnet sich dadurch vor allem bei großen Fahrgeschwindigkeiten durch eine hervorragende Laufruhe aus.
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