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Abstract (en)
[origin: US4366778A] This boiler is enclosed in a sealed casing forming a fore-heath which surrounds it on all sides while providing thereabout
a space into which the combustion air arrives. The combustion air is injected under pressure into a space which surrounds the boiler and an
exchanger is divided into two parts in the vertical direction by a refractory floor in one embodiment, which enables it to function as an exchanger in
the upper part and in the lower part, cold water is received where the exchanger functions as an exchanger and a condenser; the burner may have
features to reduce the pressure drop of the combustion air flow and to permit ease of assembly and disassembly.

Abstract (fr)
Cette chaudière est enfermée dans une enveloppe étanche formant avant-foyer qui l'entoure de toutes parts en ménageant autour d'elle un espace
dans lequel arrive l'air de combustion. L'air de combustion est injecté sous pression dans cet espace (15, 16, 17). De plus, suivant un mode de
réalisation, l'échangeur (3, 4) est divisé en deux parties dans le sens vertical par un plancher réfractaire (24), ce qui lui permet je jouer, dans la
partie supérieure (24a) qui contient le (s) brûleur (s) (7), son rôle classique d'échangeur et dans la partie inférieure (24b) où il reçoit de l'eau froide
un rôle d'échangeur et de condenseur.
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