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Abstract (en)
The invention consists essentially in producing the working sleeve of the press roller in two distinct parts, namely an inner part (2) fixed permanently
to the usual bearings (3, 4), and an outer part (1) which is added to the first so as to be capable of being easily replaced after wear. <IMAGE>

Abstract (fr)
L'invention consiste essentiellement à réaliser le manchon de travail du cylindre de pression en deux parties distinctes, à savoir une partie intérieure
(2) fixée à demeure sur les coussinets usuels (3, 4), et une partie extérieure (1) rapportée sur la première afin d'être susceptible d'être aisément
remplacée après usure.

IPC 1-7
B30B 11/20

IPC 8 full level
B30B 11/20 (2006.01)

CPC (source: EP)
B30B 11/208 (2013.01)

Designated contracting state (EPC)
AT BE CH DE FR GB IT LI LU NL SE

DOCDB simple family (publication)
EP 0049929 A2 19820421; EP 0049929 A3 19830316; ES 269164 U 19831101; ES 269164 Y 19840501; IT 1141891 B 19861008;
IT 8085612 A0 19801010

DOCDB simple family (application)
EP 81201112 A 19811007; ES 269164 U 19811009; IT 8561280 A 19801010

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0049929A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP81201112&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=B30B0011200000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B30B0011200000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B30B11/208

