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Abstract (en)
[origin: ES8302791A1] A lance for blowing an oxydizing gas onto a bath of molten metal, especially for blowing oxygen on a bath of molten pig iron
for transforming the same into steel. The lance is provided in an end wall of its nose with at least one central aperture for blowing gas jets at great
impulsion onto the bath and a plurality of auxiliary apertures for blowing gas streams of considerably smaller impulsion onto the bath. The auxiliary
apertures are constituted by elongated slots through the end wall arranged spaced from each other along a circle at a distance of adjacent edges
of the slots and that at least one main aperture of about 2-20 cm. This construction permits to improve the amount of secondary combustion of the
reaction gas while prolonging the useful life of the nose of the lance. The lance is advantageously used in conjunction with blowing a stirring gas
through the bath of molten metal through refractory gas permeable elements provided in the bottom of a crucible containing the bath.

Abstract (fr)
Lance de soufflage de gaz oxydant, notamment d'oxygène pour le traitement des métaux en fusion, comprenant un nez pourvu de deux catégories
d'ouvertures : une catégorie principale débouchant sur la face frontale et servant pour un soufflage à forte impulsion et une catégorie annexe pour
un soufflage à impulsion réduite. La lance selon l'invention se caractérise en ce que les ouvertures de la catégorie annexe se présentent sous
la forme de fentes successives (6) disposées selon un cercle, entourant la catégorie d'ouvertures principales (3) à une distance comprise entre
2 et 20 cm environ et, de toute façon, situées sur la face frontale du nez. L'invention s'applique préférentiellement à l'affinage à l'oxygène de la
fonte et permet d'améliorer le taux de combustion secondaire des gaz de réaction tout en prolongeant la durée de vie des nez de lance. La lance
selon l'invention est avantageusement mise en oeuvre, conjointement avec l'insufflation dans le bain métallique d'un gaz de brassage au travers
d'éléments réfractaires perméables montés dans le fond du récipient.
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