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Abstract (en)
1. A process for the continuous and uniform fast dyeing of wool fibers with reactive dyes containing sulfo groups, in the presence of an alkali metal
acetate and in an aqueous dye bath according to a pad steaming method without applying an intermediate drying, characterized in that for the
padding operation of the wool fiber material a dyebath is used containing sodium acetate in the range of from 20 to 50 g per liter of liquor and
optionally an anti-reducing agent in addition to the dissolved dyestuffs, and after removing of excess liquor, said moist pad dyeing is subjected to a
treatment with saturated steam at a temperature in the range of from 102 to 115 degrees C for to 13 minutes, to fix the dyestuffs.

Abstract (de)
Wollfasern, auch solche mit "filzfrei"-Ausrüstung (Superwash), lassen sich ohne Verwendung von Textilhilfsmitteln in kontinuierlicher Arbeitsweise mit
Reaktivfarbstoffen färben, wenn man den Farbstoff-Klotzflotten Natriumacetat in hohen Mengen bis maximal 50 g/l zusetzt und die damit erstellten
Klotzungen anschließend ohne Zwischentrocknung kurze Zeit bis maximal 13 Minuten dämpft. Es wurden gleichmäßige Färbungen von hohen
Echtheitseigenschaften erzielt. Das Verfahren ist insbesondere für das Färben von Kammzug, Garn, Fadenscharen und Garnbündeln geeignet.
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