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Abstract (en)
1. End profile for a flat-roofed building having a concrete ceiling (10) which rests on the masonry (11) of the building and, in the region of the roof
edge, is surrounded by the end profile formed as a cover member (12a, 54), characterised in that each cover member (12a, 54) is an expanded
plastics material foam member in which several parallel, vertical retaining plates (34, 56) are disposed with spacing therebetween, wherein each
retaining plate (34, 56) has a surface region (38, 71) covered by the plastics material and a surface region (39, 72) covered by the concrete of the
concrete ceiling (10) and has, in the surface region (38, 71) covered by the plastics material, several opening (40, 41, 73) for the passage of plastics
material during the foaming process, as well as having, in the surface region (39, 72) covered by the concrete, several mounting holes (27, 74) for
reinforcing bars (28) to be inserted therethrough.

Abstract (de)
Bei einem Dach eines Flachdachgebäudes mit einer Betondecke (10), die auf dem Mauerwerk (11) des Gebäudes aufliegt und im Bereich der
Dachkante von als Abschlußprofile ausgebildeten Verschalungskörpern (12a) umgeben ist, ist erfindungsgemäß jeder Verschalungskörper (12a) ein
geschäumtes Kunststoffteil, inwelchem mehrere parallele senkrechte Haltebleche (34) in Abständen zueinander angeordnet sind. Dadurch lassen
sich die Montagearbeiten bei der Herstellung des Daches verringern, da die Verschalungskörper (12a) als Bauteile verwendet werden, die schon in
der Fabrik in einfacher Weise weitgehend vorgefertigt und zusammengesetzt sind und an der Baustelle leicht montiert werden können.
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