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Abstract (en)
[origin: US4438783A] A device that protects the inner surface of pipes from rust is disclosed. This device is especially useful for pipes provided
with threading and a thread guard at their threaded ends to form an airtight seal. The device comprises a holder that can be inserted in the pipes
on which a number of receptacles are attached at intervals. The receptacles are filled with a drying agent or dessicant and are made of a moisture
permeable material. A moisture indicator may be placed in the base of the thread guard.

IPC 1-7
F16L 57/00; F16L 58/00

IPC 8 full level
B65D 59/06 (2006.01); F16L 57/00 (2006.01); F16L 58/00 (2006.01)

CPC (source: EP US)
B65D 59/06 (2013.01 - EP US); Y10S 138/06 (2013.01 - EP US)

Cited by
US5211206A

Designated contracting state (EPC)
AT BE CH DE FR GB IT LI LU NL SE

DOCDB simple family (publication)
EP 0063287 A1 19821027; EP 0063287 B1 19850626; DE 3264397 D1 19850801; US 4438783 A 19840327

DOCDB simple family (application)
EP 82102816 A 19820402; DE 3264397 T 19820402; US 36698182 A 19820409

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0063287B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP82102816&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=F16L0057000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19850101&symbol=F16L0058000000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0059060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16L0057000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F16L0058000000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D59/06
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10S138/06

