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Abstract (en)
[origin: EP0078031A1] 1. Pressure accumulator having a housing (50) defining an elongated cylindrical chamber in which a multi-piston
arrangement (52) is slidably disposed, with at least two pistons arranged in series in the longitudinal direction of the housing so as to enclose a
generally incompressible fluid between them, each piston having a circumferential sealing arrangement (54, 58, 60 and 64, 68, 70, respectively),
and so as to divide the chamber into a first and a second zone (72 and 74, respectively), the first of which is closed and sealed by an end cap (80)
having a gas valve (92) and the second by an end cap (82) having a fluid connection bore (88), characterised in that the multipiston arrangement
(52) consists of piston heads (52a, 52b) independent of one another and arranged to float freely and which are disposed at a mutual spacing in the
longitudinal direction of the housing (50), the piston head (52a) facing the first zone (72) of the chamber has a continuous circumferential recess
(54) with a connecting duct (56) extending from the recess (54) to that side of the piston head (52a) which faces away from the first zone (72) of the
chamber and the sealing arrangement associated with this piston head has a sealing ring (58) between the recess (54) and the first zone (72) of
the chamber, and the piston head (52b) facing the second zone (74) of the chamber has a continuous circumferential recess (64) with a connecting
duct (66) extending from the recess (64) to that side of the piston head (52b) which faces the second zone (74) of the chamber and the sealing
arrangement associated with this piston head has a selaing ring (68) between the recess (64) and that side of the piston head (52b) which faces
away from the second zone (74) of the chamber.
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