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Abstract (en)
[origin: US4564052A] A double-layer woven fabric comprising longitudinally extending warp wires and two layers of transversely extending
weft wires, at least part of the warp wires being interwoven with weft wires of both weft layers and warp wires, separated by not more than one
intermediate warp wire, extending pair-wise in parallel at least over part of their length on the paper side and/or on the running side of the fabric.

Abstract (de)
Das doppellagige Gewebe, das als Bespannung für Papiermaschinen dient, besteht auf längs verlaufenden Kettdrähten (1) und zwei Lagen quer
verlaufende Schussdrähte (2), wobei zumindest ein Teil der Kettdrähte (1) mit Schussdrähten (2) beider Lagen verwoben ist. Aufeinanderfolgende
oder durch höchstens einen dazwischen liegenden Kettdraht getrennte Kettdrähte (1) sind auf der Papierseite und/oder der Laufseite zumindest
streckenweise paarweise parallel geführt. In der oberen Lage können die paarweise parallel geführten Kettdrähte (1) über zumindest zwei
Schussdrähte (2) geführt sein. Jeweils zwei benachbarte Kettdrähte (1) können in der unteren Lage bei der Abkröpfung um zwei nicht aufeinander
folgende Schussdrähte (2) zusammengefügt sein.
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