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Abstract (en)
[origin: ES268743U] A dispensing cap for pressurized containers such as aerosol bombs includes a cap proper and a push button within the
cap intended to operate the dispensing valve of the pressurized container with the cap presenting an upper wall including a pilfer-proofing plate
to prevent premature operation of the push button therebelow contained in the cap the plate is fixed to the cap itself with the aid of a frangible
connection to be ruptured before use to provide access to the push button, the pilfer-proofing plate presenting at its extremity near the lateral wall
of the cap a return disposed as an extension of the lateral wall of the cap the pilfer-proofing plate presenting a cut-out determining, on the return, a
panel capable of hinging by elastic deformation to move aside at least partially to permit access to one edge of the cut-out to be grasped by a user
to remove the plate to gain access to the push button.

Abstract (fr)
Le capot de distribution pour récipient pressurisé est du type comprenant à son intérieur un bouton-poussoir. Pour assurer l'inviolabilité, la face
supérieure (2) du capot présente un retour (13) dans le prolongement de la paroi latérale (1) du capot et une découpe (14) en forme de U
détermine, dans le retour, un panneau (15) susceptible d'être repoussé pour permettre la prise de la plaque (10) et son déchirage subséquent.
Application au capot de distribution pour récipient pressurisé.
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