
Title (en)
ELECTRICAL SOCKET EQUIPPED WITH A LEVER CONTACT BASE AND A PUSH BUTTON PLUG

Publication
EP 0082747 A3 19850619 (FR)

Application
EP 82402213 A 19821203

Priority
FR 8123802 A 19811221

Abstract (en)
[origin: US4472611A] In a high-current connector, a plug and plug socket are provided with means for relative locking in a position in which at least
one contact-pin of the plug and/or of the plug socket is located opposite to the corresponding contact-strips but without touching them.

IPC 1-7
H01R 13/22; H01R 13/71

IPC 8 full level
H01R 13/62 (2006.01); H01R 13/22 (2006.01)

CPC (source: EP US)
H01R 13/22 (2013.01 - EP US)

Citation (search report)
• [AD] FR 2422270 A1 19791102 - MARECHAL SEPM [FR]
• [AD] FR 2466111 A1 19810327 - MARECHAL SEPM [FR]
• [A] FR 2432228 A1 19800222 - PLAYSAFE ELECTRICS
• [A] FR 2358032 A1 19780203 - SEPM SA [FR]
• [A] US 2986612 A 19610530 - HEALY JOSEPH F
• [A] CH 123043 A 19271101 - WINTSCH ERNST [CH]
• [A] US 2329479 A 19430914 - PAUL NEILL

Designated contracting state (EPC)
DE FR GB

DOCDB simple family (publication)
EP 0082747 A2 19830629; EP 0082747 A3 19850619; AU 9165382 A 19830630; FR 2518830 A1 19830624; JP S58135587 A 19830812;
US 4472611 A 19840918

DOCDB simple family (application)
EP 82402213 A 19821203; AU 9165382 A 19821220; FR 8123802 A 19811221; JP 20179382 A 19821117; US 43829582 A 19821101

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0082747A3?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP82402213&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=H01R0013220000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19850101&symbol=H01R0013710000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013620000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0013220000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R13/22

