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Abstract (en)
[origin: ES8406625A1] The cutting head (1) has passages (14, 16 22) extending through the cutting head in axial direction thereof and being
connected with the axial water supply bore (8) by radial bores (9). Radial bores leading to the outlet nozzles open into the passages (14, 16 22)
extending through the cutting head in axial direction thereof. The passages (14, 16 22) extending through the cutting head in axial direction thereof
can be closed at at least one side by means of detachable closure members (15), so that these passages (14, 16 22) extending through the cutting
head in axial direction thereof can, after having removed the closure members, be cleaned by means of a cleaning-rod.

Abstract (de)
Der Schrämkopf (1) weist in Achsrichtung verlaufende durchgehende Kanäle (14,16;22) auf, welche mit der axialen Wasserzuführungsborhung
(8) durch radiale Bohrungen (9) verbunden sind. In die axialen durchgehenden Kanäle (14,16;22) münden radiale Bohrungen zu den
Austrittsdüsen. Die in Achsrichtung des Schrämkopfes verlaufenden durchgehenden Kanäle (14,16;22) sind an wenigstens einer Seite mit lösbaren
Verschlußstücken (15) abschließbar, so daß nach Entfernen der Verschlußstücke diese in Achsrichtung durchgehenden Kanäle (14,16;22) mit
einem Putzstock gereinigt werden können.
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