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Abstract (en)
[origin: US4536922A] An attachment device for attaching a strap to a decorative article which includes a lateral support provided on the article and
having a throughgoing bore, a loop portion provided on the strap, a shaft slidably mounted in the bore and passing through the loop, the shaft having
an enlarged head portion on one end thereof, a spring for biasing the head portion away from the lateral support, and removable locking means for
engaging the other end of the shaft to prevent withdrawal of the shaft from the bore, the shaft being movable between a first position wherein the
locking means is positioned outside the attachment device for removal thereof and a second position wherein the locking device is moved by the
spring to within the attachment device and is therefore substantially nonaccessible.

Abstract (fr)
Dans ce dispositif, la lanière (1) est enroulée sur un axe (9), monté coulissant dans un support (5) et sur lequel est fixé un organe de butée
démontable (15). L'axe (9) peut se déplacer entre deux positions extrêmes. Dans la première position, l'organe (15) est appliqué par un ressort (17)
contre un élément intercalaire (18) et est inaccessible. Dans la seconde position, l'organe (15) est éloigné de l'élément (18) à l'encontre du ressort
(17) et est accessible en vue d'un démontage éventuel.

IPC 1-7
A44C 5/14; G04B 37/14

IPC 8 full level
A44C 5/14 (2006.01); G04B 37/14 (2006.01)

CPC (source: EP KR US)
A44C 5/14 (2013.01 - EP KR US); G04B 37/1486 (2013.01 - EP US); Y10T 24/4718 (2015.01 - EP US); Y10T 24/4764 (2015.01 - EP US);
Y10T 24/4782 (2015.01 - EP US)

Citation (search report)
• FR 1175500 A 19590326
• FR 785981 A 19350823
• US 1738579 A 19291210 - AUGUSTE HEUGAS HENRI
• FR 54478 E 19500502
• US 1653535 A 19271220 - DAVID BONHAJO
• FR 1182778 A 19590629
• CH 156831 A 19320831 - JAEGER SA [FR]

Designated contracting state (EPC)
AT BE CH DE FR IT LI NL

DOCDB simple family (publication)
EP 0109330 A1 19840523; EP 0109330 B1 19860611; AT E20301 T1 19860615; DE 109330 T1 19841011; DE 3364088 D1 19860717;
ES 285002 U 19860201; ES 285002 Y 19860901; FR 2535586 A1 19840511; FR 2535586 B1 19850201; GB 2130870 A 19840613;
GB 2130870 B 19851120; GB 8327472 D0 19831116; HK 90186 A 19861205; JP S5997603 A 19840605; JP S6329525 B2 19880614;
KR 840006607 A 19841201; KR 900007984 B1 19901023; US 4536922 A 19850827

DOCDB simple family (application)
EP 83402117 A 19831028; AT 83402117 T 19831028; DE 3364088 T 19831028; DE 83402117 T 19831028; ES 285002 U 19831103;
FR 8218501 A 19821104; GB 8327472 A 19831013; HK 90186 A 19861127; JP 20682183 A 19831102; KR 830005231 A 19831104;
US 54934383 A 19831104

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0109330A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP83402117&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=A44C0005140000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=G04B0037140000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A44C0005140000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G04B0037140000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A44C5/14
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G04B37/1486
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T24/4718
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T24/4764
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=Y10T24/4782

