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Abstract (en)
[origin: EP0137133A2] 1. Rollers-blind housing comprising at least one upper part (1) and one lower part (2) together with lateral end caps, one end
of the upper part (1) having a receiving section (6) to accomodate a connecting portion (16) which is constructed on the facing end of the lower part
(2), wherein the receiving section (6) has a vertical downwardly extending cover strip portion (7) which merges via a web (10) into an end portion
(11) which maintains a distance from the cover strip portion (7) which is greater than the thickness of the material of the upper part (1) or lower part
(2), wherein the end portion (11) extends parallel with the cover strip portion (7) while the connecting portion (16) of the lower part is inserted into the
aperture which is determined by said distance, the end portion (11) carrying a supporting portion (12) extending backwardly in the direction of the
cover strip portion (7), characterized in that the receiving section and the connecting portions are roll-formed, that adjacent to the cover strip portion
(7) and extending parallel with and back from the cover strip portion there is a second cover strip portion (8), that the web (10) has the form of a U-
shaped arc and is provided between the second cover strip portion (8) and the end portion (11), that the supporting portion (12) has a free edge
pointing towards the cover plate that the connecting portion (16) of the lower part (2) is provided with a U-shaped arc (17), adjacent to which there is
a straight member (19), the height of which is substantially equal to the distance between the U-shaped arc (10) and the supporting portion (12) of
the receiving section (14).
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