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Abstract (en)
[origin: EP0138196A2] 1. A method of erecting structures made of casting materials, more particularly concrete, more particularly circumferentially
closed structures having a reusable shuttering, wherein the said shuttering comprises an inner shuttering (2) and/or an outer shuttering (1) and both
shutterings comprise upright supports (3, 10), which are arranged spaced apart and are integrally formed or divided into sections in the longitudinal
direction, and superimposed shuttering panels (7, 7', 7") are arranged between the supports and are secured thereto, and the supports (3, 10) are
supported by tensioning and/or pressure elements (9, 12) extending transversely to the longitudinal extension of the supports and the shuttering
panels (7, 7', 7") can be inserted and removed at right angles to their plane between the supports (3, 10), characterised in that the supports (3,
10) of the inner shuttering (2) and/or the outer shuttering (1) are erected and then shuttering panels (7, 7', 7") are inserted up to a height which
corresponds to only a portion of the height of the structure which is to be constructed, the shuttering cavity formed in this manner then being filled
and after the poured-in material has set the shuttering panels (7) lying beneath the top row of shuttering panels are released and removed and then
placed on top of the remaining shuttering panels (7') and secured to the supports (10), the shuttering cavity thereby formed then being filled and
the above procedure (rearrangement of the shuttering panels) being repeated once the poured-in material has set until the desired height of the
structure is attained.
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