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Abstract (en)
[origin: EP0144628A2] 1. A wide-angle hinge comprising two hinge arms (1, 2), which cross like scissors and are articulatedly connected to each
other and are articulatedly connected at one end to the confronting inner ends of a member (10) to be fixed to a carrying wall and to a preferably
potlike member (5) to be fixed to a door, which arms have pivotally movable ends, which are pivoted by swivel levers (8, 13) to the outer ends of said
fixing members (5, 10), also comprising an approximately sectorlike cylindrical cam (30), in which one (13) of the swivel levers is pivoted on a pivot
(14) at the center line of the cam, and a sliding or rolling member (25, 32, 38), which is biased by a compression spring (19) and is longitudinally
slidably guided in said swivel lever (13), bears under pressure on the peripheral surface of the cam, and adjacent to the closed position the sliding
or rolling member (25, 32, 38) slides from the cylindrical portion of the peripheral surface of the cam (30) to the side face thereof so that the radius
decreases, characterized in that the swivel lever (13) is provided with stops (18, 27, 39), which are disposed between and spaced from the pivots
(12, 14) for the swivel lever, that (27, 39) of said stops which faces the cam (30) limits the displacement of the sliding or rolling member (25, 32,
38) in the swivel lever (13) before the latter is mounted and at such a distance from the pivot (14) that is associated with the cam that the sliding or
rolling member is lifted from said stop by the cam (30) after the swivel lever has been mounted, and the compression spring (19) is held under initial
stress between the other stop (18) and the rear side of the sliding or rolling member.

IPC 1-7
E05D 3/06; E05D 11/10

IPC 8 full level
E05D 3/06 (2006.01); E05D 11/10 (2006.01); E05F 1/12 (2006.01)

CPC (source: EP)
E05D 3/16 (2013.01); E05D 11/1021 (2013.01); E05D 2003/166 (2013.01); E05F 1/1253 (2013.01); E05Y 2600/46 (2013.01);
E05Y 2900/20 (2013.01)

Citation (search report)
• [AD] DE 2749288 A1 19781116 - SALICE GMBH
• [A] FR 2456200 A1 19801205 - PRAEMETA [DE]
• [A] DE 2552729 A1 19770602 - LAUTENSCHLAEGER KG KARL
• [A] FR 2181419 A5 19731130 - LAUTENSCHLAEGER KG KARL [DE]

Cited by
EP0875648A3; EP3611321A4; US7886408B2; EP0463439A1; EP4170118A4; US8650713B2

Designated contracting state (EPC)
AT DE FR GB IT

DOCDB simple family (publication)
EP 0144628 A2 19850619; EP 0144628 A3 19860416; EP 0144628 B1 19880518; AT E34425 T1 19880615; DE 3341350 A1 19850523;
DE 3471337 D1 19880623

DOCDB simple family (application)
EP 84112219 A 19841011; AT 84112219 T 19841011; DE 3341350 A 19831115; DE 3471337 T 19841011

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0144628A3?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP84112219&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=E05D0003060000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19850101&symbol=E05D0011100000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0003060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0011100000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05F0001120000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D3/16
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D11/1021
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D2003/166
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05F1/1253
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2600/46
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2900/20

