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Abstract (en)
[origin: ES281842U] Brake snack for horses, which consists of a snack bar with holes on the sides of the ends to accommodate rings or ring
elements for fixing the reins, characterized in that the snack bar consists of a molded body with an approximately oval or circular cross-section, and
a material having a high mechanical resistance to wear, elastically flexible and incompressible, especially of a cross-linked polyurethane elastomer
material, which broadens conically from the center toward the two ends of the body molded provided with the holes, with configuration of a central
rib of very small diameter and elastically flexible projecting along a short stride, and has, on both sides of the central rib, flattened support surfaces
for the tongue of the horse that run parallel to the longitudinal axes of the bores and projecting from the rib to the ends of the molded body, and a
smooth surface as a sliding surface. (Machine-translation by Google Translate, not legally binding)

Abstract (de)
Das Gebiß für Pferde umfaßt eine Gebißstange (100), die aus einem Formkörper (10) mit einem ovalen oder kreisförmigen Querschnitt und
aus einem eine hohe Abriebfestigkeit aufweisenden federnd-elastischen Werkstoff besteht, der sich von der Mitte zu den beiden mit den
Durchbohrungen (12,13) für Zügelringe versehenen Formkörperenden (10a,10b) unter Ausbildung eines mittigen, sich über einen kurzen Abschnitt
erstrekkenden, schmalen, federndelastischen Steges (11) konisch erweitert und vorderseitig abgeflachte Pferdezungenanlageflächen (15,16)
aufweist, wodurch eine zungenfreundliche Gebißstange mit hoher Abreibfestigkeit bei ausreichender mittiger Beweglichkeit erhalten wird.
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