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Abstract (en)
A traffic sign post is described which has a support pipe (1) for the traffic sign(s), a socket (5) which is firmly anchored in the ground, and an
intermediate sleeve (3) which is fitted together at one end with the socket and at the other end with the support pipe. The intermediate sleeve is
designed conically at least in its two end regions (2, 6) and the socket and the support pipe are likewise designed conically in those end regions
which serve for fitting together with the intermediate sleeve. This ensures that socket, intermediate sleeve and support pipe fit very readily into one
another. Dismantling is also simplified. <IMAGE>

Abstract (de)
Es wird ein Verkehrszeichenträger beschrieben mit einem Trägerrohr (1) für das/die Verkehrszeichen, mit einer fest im Boden verankerten Aufnahme
(5) und mit einer Zwischenhülse (3), die an einem Ende mit der Aufnahme und am anderen Ende mit dem Trägerrohr zusammengesteckt ist. Die
Zwischenhülse ist mindestens in ihren beiden Endbereichen (2, 6) konisch ausgebildet und die Aufnahme und das Trägerrohr sind ebenfalls in
denjenigen Endbereichen, die zum Zusammenstecken mit der Zwischenhülse dienen, konisch ausgebildet. Dadurch wird gewährleistet, daß sich
Aufnahme Zwischenhülse und Trägerrohr sehr leicht ineinanderstecken lassen. Außerdem wird die Demontage vereinfacht.
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