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Abstract (en)
1. A method of manufacturing low-voltage coils (5) for transformers made of strip material (15) rolled up in a spiral with insulating interlayers (16)
ant with a casting (17) made of casting resin on each of the two annular end faces, characterized in that a solvent-free mixture of polyepoxy and
polyisocyanate resin, known per se, serves as the casting resin ; that this mixture is hardened within a few minutes of being poured onto each end
face by the addition of a reaction accelerator at room temperature, to a self-supporting annular casting (17) which can already be mechanically
loaded at room temperature ; that the hardened castings (17) of the same coil (5) are both further hardened simultaneously at 1008C to 1408C,
so that they can also by mechanically loaded at elevated temperature ; and that the further hardened castings (17) on the hardening temperature
being exceeded in the course of operation by raising of the glass transition temperature (glass transformation temperature), harden further without
softening.

Abstract (de)
Diese Unterspannungs wicklungen (5) sind häufig aus spiralig mit Isolierzwischenlagen (16) aufgewickeltem Bandwerkstoff (15) hergestellt
und durch je einen Anguß (17) aus Gießharz auf jeder der beiden ringförmigen Stirnflächen versiegelt. Erfindungsgemäß dient als Gießharz
ein lösungsmittelfreies Gemisch aus Polyepoxydharzen und aus Polyisozyanatharzen, dem zum schnellen Anhärten bei Raumtemperatur ein
Reaktionsbeschleuniger beispielsweise N,N-Dimethylbenzylamin zugegeben ist, so daß eine zügig aufeinanderfolgende Behandlung der beiden
Stirnseiten einer Wicklung möglich ist. Dadurch ist die Herstellung von Unterspannungswicklungen (5) möglich, die auch bei Temperaturen über
150°C, beispielsweise in der Wärmeklasse F, einsetzbar sind.
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