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Abstract (en)
1. Drive mechanism for fully-automatic opening and closing of at least one sliding door (1), which is movable by means of a motor or motors with a
greater speed on the prevailing partial opening and closing path than on the last part, and which is movable by means of a coupling device (11, 21),
characterized by at least one main motor (2) driving a main shaft (5, 20) to provide the high speed, and by a low-output motor (6) driving an auxiliary
shaft (8) to transmit the low speed of the door (1), and whereby both shafts act onto the same follower (11, 21).

Abstract (de)
Der Türantrieb zum vollautomatischen Öffnen und Schliessen der Schiebetüre (1) weist für die Aufbringung von verschiedenen
Bewegungsgeschwindigkeiten der Türe zwei Antriebsaggregate auf. Der für eine grossere Geschwindigkeit bestimmte Hauptmotor (2) treibt die
Gewindespindel (5), der für eine kleinere Geschwindigkeit vorgesehene Kleinmotor (6) treibt die Profilstange (8). Das auf der Gewindespindel
laufende Zahnrad (9) und das auf der Profilstange verschiebbare Ritzel (10) kämmen miteinander und sind im Schlitten (11) zusammengefasst, der
über die Klinke (12) die Türe führt. Der wahlweise oder gemeinsame Betrieb der beiden Motoren ermöglicht verschiedene Kombinationen und eine
Anpassung an jeweilige Erfordernisse durch variable Türgeschwindigkeiten. Der Türantrieb ist einfach aufgebaut, daher entsprechend billig und
bedarf für die Wartung keines geschulten Personals mit Spezialkenntnissen.
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