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Abstract (en)
[origin: ES8708256A1] Process and device for fabricating bituminous coated products from aggregates enclosing a large quantity of fines, using
a drying-mixing drum having a case (1) provided internally with fins of which some effect a complete raising of the aggregates in a drying zone
(7, 8). Liquid bitumen is incorporated in the aggregates at the end of the drying zone (7, 8) with a raising of the aggregates. The hot mixing of the
aggregates and the bitumen is effected in a zone (9) where the aggregates remain in contact with the wall of the drum. The excess fines in the hot
gases at the outlet (3) of the drum are recovered. The process is also applicable in the use of recycled materials for producing the coated products.

Abstract (fr)
On utilise un tambour sécheur malaxeur ayant une enveloppe (1) garnie intérieurement d'ailettes dont certaines effectuent un relevage complet
des agrégats, dans une zone de séchage (7, 8). On incorpore du bitume liquide aux agrégats à la fin de la zone (7, 8) de séchage avec relevage
des agrégats. On effectue le malaxage à chaud des agrégats et du bitume dans une zone (9) où les agrégats restent en contact avec la paroi du
tambour. On récupère les fines excédentaires dans les gaz chauds à la sortie (3) du tambour. Le procédé s'applique également dans le cas où l'on
utilise des matériaux recyclés pour élabourer les enrobés.
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