
Title (en)
Guiding device for sewing three-dimensional soft work pieces upon sewing machines.

Title (de)
Steuereinrichtung für weiche, nichtflächige Werkstücke an Nähmaschinen.

Title (fr)
Ensemble de guidage de feuilles de matériau souple destinées à former un assemblage tridimensionnel.

Publication
EP 0216644 A1 19870401 (FR)

Application
EP 86401500 A 19860704

Priority
• FR 8511858 A 19850802
• FR 8511859 A 19850802

Abstract (en)
[origin: US4730824A] An apparatus for guiding flexible sheet material for forming a three-dimensional assembly including a drive device and an
edge position detector. The drive device includes a spherical drive wheel moving about two perpendicular axes. A drive roller controls the rotation
of the wheel in a vertical plane and a shaft controls its rotation in a horizontal plane. The apparatus provides for measurement of angular position
and for control of rotation at the end of the shaft which carries the spindle of the drive wheel. The edge position detector is formed from a strip of
photoelectric diodes, a light source, and electronic dircuits providing a control signal for the drive device.

Abstract (fr)
L'ensemble est formé d'un dispositif d'entraînement (1) et d'un détecteur de position de bord (36). Le dispositif comporte une roue d'entraînement
(9) sphérique mobile selon deux axes perpendiculaires. Un galet d'entraînement (21) commande la rotation de la roue dans un plan vertical et un
arbre (14), sa rotation dans un plan horizontal. Des moyens de mesure de position angulaire (18) et des moyens de commande de rotation (19) sont
prévus à l'extrémité de l'arbre (14) qui porte l'axe de la roue. Le détecteur est formé d'une barrette de diodes photo-électriques (36), d'une source
lumineuse (38) et de circuits électroniques délivrant un signal de commande du dispositif d'entraînement.
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