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Abstract (en)
[origin: EP0228527A2] In a door and window fitting with at least one push rod (10) arranged longitudinally displaceably in a channel (12) located
in the rebate region of a leaf (14), there is a gear (16) which has a rack (24) connectable to the push rod (10) and a gearwheel (22) meshing with
the rack and rotatable into a plurality of actuating positions by means of a handle. The gear contains two bearing shells (18,20) for the gearwheel
(22), on which is formed a flange (26), in which are integrated in turn a rack guide (28) and a fail-safe device (34). The bearing shells (18,20) can be
introduced together with the gearwheel (22) through a rebate orifice (42) in the bottom of the push-rod channel (12) into a hollow chamber (44) of the
leaf profile (14), in such a way that the flange (26) containing the fail-safe device (34) butts against the outer edge (46) of the push-rod channel (12),
and the bearing shells (18, 20) and gearwheel (22) can be connected through bores in the visible surface of the leaf profile (14) to a knob which can
be flanged on from outside and which has the handle. <IMAGE>

IPC 1-7
E05D 15/526

IPC 8 full level
E05C 9/12 (2006.01); E05D 15/526 (2006.01)

CPC (source: EP)
E05D 15/526 (2013.01); E05D 15/524 (2013.01); E05Y 2900/148 (2013.01)

Cited by
EP1211374A1; EA010553B1; EP0326697A1; WO2023124507A1; WO2006103121A1

Designated contracting state (EPC)
AT BE CH DE FR GB IT LI NL SE

DOCDB simple family (publication)
EP 0228527 A2 19870715; EP 0228527 A3 19871209; EP 0228527 B1 19940105; AT E99766 T1 19940115; DE 3600211 C1 19930527;
DE 3645256 A1 19930401; DE 3645256 C2 19940811; DE 3689515 D1 19940217

DOCDB simple family (application)
EP 86115070 A 19861030; AT 86115070 T 19861030; DE 3600211 A 19860107; DE 3645256 A 19860107; DE 3689515 T 19861030

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0228527B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP86115070&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19900101&symbol=E05D0015526000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05C0009120000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05D0015526000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D15/526
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05D15/524
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05Y2900/148

