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Abstract (en)
A method and apparatus are disclosed for wrapping tipping material about an assembly (104) comprising a non-circular tobacco rod and a non-
circular filter plug, the assembly having a circumference less than that of a standard cigarette, on a standard cigarette tipping machine. The cigarette
assembly (104) is rolled along the surface of a rolling drum (71) by means of an adjacent pressure element (94) that is moved in the same direction
as, but with a different speed from that of the peripheral surface of the drum (71). The difference in speed causes the cigarette assembly (104) to
roll along the drum surface from one of a plurality of uniformly spaced-apart receiving flutes (106) to one of a plurality of uniformly spaced-apart
discharge flutes (108) distinct from the receiving flutes. The spacing between adjacent discharge flutes is the same as that between adjacent
receiving flutes, but the two sets of flutes are offset one from the other. Suction is applied selectively, exclusively to the receiving flutes (106) near
the feed point of the drum, and exclusively to the discharge flutes (108) near the transfer point.

IPC 1-7
A24C 5/58

IPC 8 full level
A24C 5/47 (2006.01)

CPC (source: EP)
A24C 5/471 (2013.01)

Citation (search report)
• [A] EP 0124289 A1 19841107 - PHILIP MORRIS INC [US]
• [A] GB 1158006 A 19690709 - HAUNI WERKE KOERBER & CO KG [DE]
• [A] GB 1146206 A 19690319 - HAUNI WERKE KOERBER & CO KG
• [A] GB 2078090 A 19820106 - GD SPA
• [A] DE 1911102 A1 19700917 - HAUNI WERKE KOERBER & CO KG
• [E] US 4596257 A 19860624 - GARTHAFFNER MARTIN T [US], et al

Cited by
US5632285A; DE102006042237A1; CN115553492A; EP2471390A1; CN103040107A; EP2580969A3; WO9627305A1; EP2580969A2

Designated contracting state (EPC)
DE FR GB IT

DOCDB simple family (publication)
EP 0231565 A1 19870812; EP 0231565 B1 19910306; DE 3677953 D1 19910411

DOCDB simple family (application)
EP 86300759 A 19860205; DE 3677953 T 19860205

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0231565A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP86300759&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=A24C0005580000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A24C0005470000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A24C5/471

