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Abstract (en)
Electromagnetic relay having a spring clamp used for holding a magnetic coil provided with an armature which can pivot and a spring contact
set, the longitudinal axis of the spring contact set running parallel to the longitudinal axis of the magnetic coil, and the armature being supported
such that it can pivot on the magnet system with its free end, acting on the changeover contact spring of the spring contact set via a nipple, the
operating chain between the armature and the changeover contact spring enclosing a spring path, the free end of the armature being designed
as an elongated operating limb and having a nipple at its free end which delays the pivoting movement of the armature by means of a spring
arrangement as well as transmitting it in a sprung manner to the changeover contact spring and supporting the contact rest in a sprung manner. In
another embodiment, the spring path between the armature and nipple is designed in the form of a leaf spring or of another elastic-spring element,
as an elongated operating limb. <IMAGE>

Abstract (de)
Elektromagnetisches Relais mit einem der Halterung einer mit einem verschwenkbaren Anker versehenen Magnetspule und eines
Federkontaktsatzes dienenden Federbock, wobei die Längsachse des Federkontaktsatzes parallel zur Längsachse der Magnetspule verläuft, und
der Anker sich schwenkbar am Magnetsystem abstützend mit seinem freien Ende die Umschaltkontaktfeder des Fenderkontaktsatzes über einen
Pimpel beaufschlagt, wobei die Betätigungskette zwischen dem Anker und der Umschaltkontaktfeder eine Federstrecke einschließt, das freie Ende
des Ankers als verlängerter Betätigungsschenkel ausgebildet ist und an seinem freien Ende einen Pimpel aufweist, der die Schwenkbewegung des
Ankers mittels einer Federanordnung verzögert als auch federnd auf die Umschaltkontaktfeder überträgt und die Kontaktanlage federnd unterstützt.
In einer anderen Ausführungsform ist die Federstrecke zwischen Anker und Pimpel in Form einer Blattfeder oder eines anderen federelastischen
Elements als verlängerter Betätigungsschenkel ausgeführt.
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