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Abstract (en)
[origin: EP0237874A2] 1. Panel-shuttering (1) for columns, the formwork panels (2) in each case being formed to pass by the end face (3) of a
formwork panel which is in neighbouring relationship across a corner, a connecting coupling (4) adjustable for altering the cross section of the
column in each case engaging the one formwork panel (2) in the overlapping region (2a) and engaging the other formwork panel (2) on the outside
(2b) thereof, and in so doing the connecting coupling (4) on the one hand engaging stiffening webs (5) or the like of the outside (2b) of the formwork
panel (2) close to the end face (3) thereof and on the other hand being fixable in the respective position with the aid of a fixing bolt (6) which
runs parallel to said formwork panel (2), is oriented transversely to the overlapping formwork panel (2) and is anchorable indirectly or directly to
the overlapping formwork panel (2), the fixing bolt (6) traversins an oblong slot (7) or the like in the connecting coupling (4), transversely to the
orientation of said oblong slot (7), and on the side remote from the overlapping formwork panel engaging over said oblong slot with the aid of an
abutment (8) which is adapted to be brought to rest against the connecting coupling (4) by an anchorage of the fixing bolt (6), preferably by means
of a nut (9) or the like, characterized in that at least one edge (10) belonging to the oblong slot (7) and acted upon by the abutment (8) of the fixing
bolt (6) is provided with arresting locations or depressions (11) lying side by side in the direction in which said oblong slot is oriented, the abutment
(8) engaging into said arresting locations or depressions, at least in part, in a form-locking manner.
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