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Abstract (en)
The present invention relates to a filter assembly for oven extractor fans of the kind which include air deflecting devices extending along the air-
intake ports of the filter assembly, these devices comprising mutually off-set rows of pin-like elements extending at right angles to the bottom plane
of the filter assembly. In accordance with the invention the filter assembly (4) comprises a bottom plate (8) and a top plate (7) which extends along
the front edge and the side edges of the bottom plate and has a width at least sufficient for the top plate (7) to cover the rows of air deflecting
devices (10), such as to form air-intake channels (9, 11) together with corresponding parts of the bottom plate. The air-intake opening along the
front side of the filter assembly comprises a slot (11) located between the bottom and top plates and extending along the whole of the front side of
the filter assembly (4), and the air-intake ports located along the sides of the filter assembly (4) comprises slots (9) formed in the bottom plate, the
undersurface of the bottom plate lying flush with or inwardly of the underside of the extractor hood. The invention provides a filter assembly in which
the air-intake opening thereof located on the front side, placed in the width direction of the oven, has maximum length. In addition, all air-intake
channels are arranged in the actual filter assembly itself, which facilitates cleaning of the assembly.

IPC 1-7
F24C 15/20; B01D 45/08

IPC 8 full level
F24C 15/20 (2006.01)

CPC (source: EP)
F24C 15/2035 (2013.01)

Citation (search report)
• [A] FR 2397217 A1 19790209 - BOSCH SIEMENS HAUSGERAETE [DE]
• [A] FR 2317597 A1 19770204 - GAGGENAU WERKE [DE]

Cited by
WO2009130127A1

Designated contracting state (EPC)
BE DE FR GB IT NL

DOCDB simple family (publication)
EP 0238780 A1 19870930; EP 0238780 B1 19900509; DE 3671098 D1 19900613

DOCDB simple family (application)
EP 86850032 A 19860203; DE 3671098 T 19860203

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0238780A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP86850032&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=F24C0015200000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19850101&symbol=B01D0045080000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24C0015200000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24C15/2035

