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Abstract (en)
[origin: US4797979A] The arrangement for supplying a fiber processing machine, such as a card or the like, with fiber flock material comprises
a feed device for feeding the fiber flock material to an opening roller having needles distributed over its cylindrical outer or jacket surface. In
accordance with the invention, strip-shaped vanes or blades are provided on the outer or jacket surface of the opening roller. These strip-shaped
vanes or blades extend substantially parallel to the surface generator lines or generatrices of the cylindrical outer or jacket surface of the opening
roller and between the needles thereof. As a result of these measures there is obtained an essentially even or uniform, heavy batt with an
appreciably higher batt weight in the feed chute.

Abstract (de)
Die Anordnung zum Beliefern einer Karde oder dgl. mit faserigem Flockenmaterial umfasst eine Speiseeinrichtung 13 zum Zuführen des
Flockenmaterials zu einer Oeffnerwalze 17 mit über ihrer kreiszylindrischen Mantelfläche 18 verteilten Nadeln 19. Gemäss der Erfindung sind auf
dieser Mantelfläche 18, parallel zu deren Mantellinien und zwischen den Nadeln 19, streifenförmige Flügel vorgesehen. Durch diese Massnahme
erhält man im Vorlageschacht 23 eine gleichmässige schwere Vorlage 24 mit einem merklich höheren Vorlagegewicht.
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