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Abstract (en)
The container (1) comprises a cage (2) formed from a bottom (3) and lateral walls (4, 5, 6 and 7) raised up on runners (9) and (10) so that it can be
picked up by a fork-lift truck. The lateral walls of the cage (2) are foldable for storage of the container (1). The container (1) has a modular structure
formed from a base mounted on runners (9) and (10), on which the lateral walls (4) and (6) are articulated and which comprises, in addition, means
for fastening the bottom (3) of the cage (2). All the pieces are interchangeable. The invention relates to the packaging industry. <IMAGE>

Abstract (fr)
L'invention est relative à un conteneur grillagé destiné au transport et au stockage de marchandises. Le conteneur (1) comprend une cage (2)
formée d'un fond (3) et de parois latérales (4, 5, 6 et 7) surmontée par l'intermédiaire de patins (9) et (10) pour une préhension par chariot élévateur
à fourches. Les parois latérales de la cage (2) sont repliables pour le rangement du conteneur (1). Selon l'invention, le conteneur (1) présente
une structure modulaire formée d'une embase montée sur patins (9) et (10), sur laquelle s'articulent les parois latérales (4) et (6) et qui comprend
en outre des moyens de fixation du fond (3) de la cage (2). L'ensemble des pièces sont interchangeables. L'invention concerne l'industrie du
conditionnement.
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