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Abstract (en)
[origin: US4805789A] A packaging tube for compressed tablets, pills and similar products is provided with a bottom cavity which is separated from
the container portion of the tube by a partition wall, a removable box being inserted in the cavity in the same manner as an end plug. The removable
box is formed by two half-shells which are connected together by means of a flexible tongue. The half-shells cooperate so as to form a closed box by
means of a skirt extending from the flat portion of the half-shell which forms the base of the box and by means of a rib carried by the internal face of
the flat main portion of the half-shell which forms the lid of the box, the rib being applied against the internal face of the skirt. The closed box can be
introduced into the cavity in the same manner as an end-plug or stopper by virtue of the skirt, which is provided with an abutment shoulder.

Abstract (fr)
Tube de conditionnement pour comprimés, cachets et produits similaires comportant en-dessous de sa partie contenant (2) une cavité (6) séparée
de la partie (2) par une cloison (4) dans laquelle vient s'insérer à la façon d'un bouchon une boîte amovible formée de deux demi-coquilles réunies
par une languette souple, et coopérant pour former une boîte fermée grâce à une jupe (7) faisant saillie depuis la partie plane (8) de la demi-coquille
formant le fond et à une nervure (11) portée par la face interne de la partie principale plane (10) de la demi-coquille formant le couvercle, la nervure
(11) venant s'appliquer contre la face interne (9) de la jupe (7). La boîte fermée peut être introduite dans la cavité (6) comme un bouchon, grâce à la
jupe (7), qui comporte un épaulement de butée (14).
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