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Abstract (en)
[origin: US4861244A] In a displacement machine for compressible media on the spiral principle, the rotor disk (2) terminates radially flush with the
displacement strips (3, 3'). So that the disk (2) can pass through the housing, in the inlet region (12, 12') of the machine the inner web (18, 18') of
one housing half (7) is lowered by the amount of the disk thickness. To prevent leaks during the operation of the machine, the transition (19, 19')
between the raised web (17, 17') and the lowered web (18, 18') is made circular. The rounding cooperates with a clearance (20, 20') in the form of
an arc of a circle in the disk (2). Machines of this type are especially suitable for the supercharging of internal-combustion engines.

Abstract (de)
Bei einer Verdrängermaschine für kompressible Medien nach dem Spiralenprinzip schliesst die Läuferscheibe (2) radial mit den Verdrängerleisten
(3,3') ab. Damit die Scheibe (2) das Gehäuse durchdringen kann, ist im Einlassbereich (12,12') der Maschine der innere Steg (18,18') einer
Gehäusehälfte (7) um den Betrag der Scheibendicke abgesenkt. Um Undichtigkeiten während des Maschinenbetriebes zu vermeiden, ist der
Uebergang (19,19') zwischen erhabenem (17,17') und abgesenktem (18,18') Steg kreisrund ausgebildet. Die Rundung kooperiert mit einer
kreisbogenförmigen Aussparung (20,20') der Scheibe (2). Derartige Maschinen eignen sich insbesondere zur Aufladung von Brennkraftmaschinen.
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