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Abstract (en)
In order to achieve better decoupling between the microwave transmitter (1) and the cooking chamber (3) in a microwave oven, the microwave field
is guided by a waveguide (2) into a resonator cavity (5), which is connected to the cooking chamber (3) via injection openings (6). The resonator
cavity (5) forms a metallically sealed box. As a result of the design of the injection openings (6) and the arrangement of coupling pins (9) in the
resonator cavity, it is possible to direct the microwave field in all dimensions, before and during injection into the cooking chamber. In addition, a
field distributor can move the microwave field in all three dimensions. An optimum heat distribution in the cooking chamber can be achieved overall.
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Abstract (de)
Um eine bessere Entkoppelung von Mikrowellensender (1) und Garraum (3) in einem Mikrowellenherd zu erzielen, wird das Mikrowellenfeld
von einem Hohlleiter (2) in einen Resonatorraum (5) geführt, der über Einkopplungsöffnungen (6) mit dem Garraum (3) verbunden ist. Der
Resonatorraum (5) bildet einen metallisch abgeschlossenen Kasten. Durch die Ausgestaltung der Einkopplungsöffnungen (6) sowie die Anordnung
von Koppelstiften (9) im Resonatorraum gelingt es, das Mikrowellenfeld vor und während der Einkopplung in den Garraum in allen Dimensionen
auszurichten. Ein Feldverteiler kann zudem das Mikrowellenfeld in allen drei Dimensionen bewegen. Insgesamt kann eine optimale Wärmeverteilung
im Garraum erreicht werden.
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