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Abstract (en)
[origin: EP0286207A1] The apparatus comprises a lead parking station (2) for storing electrical leads (1), an electrical connector block support
station (6) and a block loading station (8). The lead parking station (2) comprises first and second jaw wheels (12 and 16) each having a
loading position (LP) for receiving a series of leads (L) and a lead sorting and discharge position (DP) for sorting the leads, to present them in a
predetermined order to the block loading station, which sequentially loads terminals (T) on the leads (L) into individual terminal receiving cavities
(TC) of the connector blocks (B) supported at a block loading position (BP) at the block support station (6).

IPC 1-7
H01R 43/20; H01R 43/28

IPC 8 full level
H01R 43/20 (2006.01); H01R 43/28 (2006.01)

CPC (source: EP)
H01R 43/20 (2013.01); H01R 43/28 (2013.01)

Cited by
CN103337770A; CN106941237A; CN106435856A; EP0736928A3; DE19756978C1; EP0752742A1; US11545804B2; WO2022195488A1

Designated contracting state (EPC)
CH DE FR GB IT LI

DOCDB simple family (publication)
EP 0286207 A1 19881012; EP 0286207 B1 19930203; DE 3878003 D1 19930318; DE 3878003 T2 19930805; GB 8708278 D0 19870513

DOCDB simple family (application)
EP 88301060 A 19880209; DE 3878003 T 19880209; GB 8708278 A 19870407

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0286207B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP88301060&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19900101&symbol=H01R0043200000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19900101&symbol=H01R0043280000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0043200000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0043280000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R43/20
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R43/28

