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Abstract (en)
1. End piece (1) for the guiding of slats (3) of slated blinds in the lateral guide rails (15), one end (5) being connectable securely to the slat (3) and
having a projection (27) for engaging in a recess in the slat (3), and the other end of said end piece being constructed as a pin (13) insertable in the
guide rail (15), characterised in that the end (5) which is connectable to the slat consists of a lower supporting portion (9) connected securely to the
pin (13) and of an upper locking portion (11) held by a predetermined breaking region (29), said locking portion (11) being adapted to be inserted in
the supporting portion (9), overcoming the resistance to breaking, and to be latchable in the latter portion.

Abstract (de)
Das Endstück (1) für Lamellen (3) besteht aus einem anfänglich einstückigen Kunststoffteil, das über die Enden der Lamellen (3) schiebbar
ist. Durch Aufbringen einer Kraft auf dem oberen als Rastteil (11) ausgebildeten Abschnitt des Endstückes (1) bricht dieses entlang eines
Sollbruchbereiches (29) und der am Rastteil (11) angebrachte Vorsprung (27) durchdringt die Lamelle (3) und rastet in einer mit einem Absatz (23)
versehenen Öffnung (21) am Tragteil (9) ein.

IPC 1-7
E06B 9/327; E06B 9/386

IPC 8 full level
E06B 9/327 (2006.01); E06B 9/386 (2006.01)

CPC (source: EP)
E06B 9/327 (2013.01); E06B 9/386 (2013.01)

Citation (search report)
• [Y] FR 1604858 A 19720417
• [Y] DE 2626005 A1 19761223 - ITW FASTEX ITALIA SPA
• [A] EP 0101809 A2 19840307 - GRIESSER AG [CH]
• [A] US 2770296 A 19561113 - BOND SCOTT R
• [A] EP 0147732 A2 19850710 - HOERMANN KG [DE]
• [A] DE 3037733 A1 19820722 - SCHENKER EMIL AG [CH]

Cited by
SG87013A1; EP2022928A1; EP0616108A1; DE102008061591A1; EP2963224A1; EP1382791A1

Designated contracting state (EPC)
AT BE DE ES FR GB GR IT LU NL SE

DOCDB simple family (publication)
EP 0300177 A1 19890125; EP 0300177 B1 19900905; AT E56246 T1 19900915; CH 673677 A5 19900330; DE 3860557 D1 19901011

DOCDB simple family (application)
EP 88108854 A 19880603; AT 88108854 T 19880603; CH 280187 A 19870723; DE 3860557 T 19880603

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0300177A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP88108854&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=19850101&symbol=E06B0009327000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=19850101&symbol=E06B0009386000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009327000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E06B0009386000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/327
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E06B9/386

