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Abstract (en)
[origin: JPS6440289A] PURPOSE: To rapidly transfer a thin plate to a molding press by a manipulator, by slidingly mounting a transverse carriage of
a lower supporting element mounted on an upper supporting element on a guide, and mounting an end in the transverse direction, of the transverse
carriage, on a longitudinal carriage by a rotary supporting shaft of a lower jaw. CONSTITUTION: A longitudinal carriage is moved to an immovable
base by the driving of an electric motor 16, and one edge side of a thin plate is folded by a press at a terminal of the movement. Then the electric
motor 16 is further driven to return and oscillate the upper and lower supporting elements 1, 3 to the original positions, and the thin plate is rotated,
so that the other edge side of the thin plate is faced to the press. On this occasion, an upper jaw 5 is loosely seated on a pedestal of the upper
supporting element 1, and the upper jaw 5 is rotated following the twist to be added by the lower jaw 10 through the thin plate.

Abstract (fr)
Le manipulateur comprend une structure-support (1) munie d'une mâchoire (5) orientée verticalement et propre à saisir une feuille de tôle (22) pour
l'amener à une presse (23), cette feuille effectuant un trajet rigoureusement linéaire. La structure-support accomplit un mouvement de rotation-
translation en tournant autour du pivot (11) prévu au niveau de l'extrémité opposée à celle sur laquelle est montée le mors (5), lequel pivot se
déplace à cet effet sur un guide (13) perpendiculaire à la direction d'avance.
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