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Abstract (en)
In washing machines, increasingly higher spinning speeds are required, with the result that the drum (1) together with the drum ribs (3) is exposed
to especially high loads. So that the drum rib (1) of the washing-machine drum does not experience deformation even at higher spinning speeds, it
is formed from a novel profile consisting of a U-shaped cap (8) and of rib webs (9) adjoining this in a V-shaped manner. Furthermore, it is provided
in the region of its bottom edges with a bead (7), in order to ensure a stable fastening and compensate dimensional and production tolerances in the
region of contact with the drum casing (2). The drum is suitable for all washing machines with a rotatable drum. <IMAGE>

Abstract (de)
Bei Waschmaschinen werden zunehmend höhere Schleuderdrehzahlen gefordert, wodurch die Trommel (1) mit den Trommelrippen (3) besonderen
Belastungen ausgesetzt ist. Damit sich die Trommelrippe (1) der Waschmaschinentrommel auch bei höheren Schleuderdrehzahlen nicht verformt,
wird sie aus einem neuartigen Profil, bestehend aus einer u-förmigen Kuppe (8) und daran v-förmig anschließenden Rippenstegen (9), geformt
Weiterhin wird sie im Bereich ihrer Bodenränder mit einer Sicke (7) versehen, um eine stabile Befestigung zu erreichen und um Maß- bzw.
Fertigungstoleranzen im Anlagenbereich zum Trommelmantel (2) auszugleichen. Die Trommel eignet sich für alle Waschmaschinen mit einer
drehbaren Trommel.
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