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Abstract (en)
1. Device for locking a cover or plug (1) on a cassing or frame (2) constituting for instance the setting of a manhole in a roadway and of the type
comprising a cam (4) pivotally or tiltingly mounted on the underside of the plug (1) and operable by a member (3) such as a screw (5) to allow the
said cam to move into or below the frame (2), characterized in that the cam (4) is mounted in freely pivoting relationship on the underside of the plug
(1) and the member or screw (5), fastened to the plug (1), acts upon one of the ends or first end (15) of the cam (4) through the medium of a spring
(11) interposed between this first end and the member or screw (5).

Abstract (fr)
La présente invention concerne un dispositif de verrouillage d'un tampon sur un châssis. Ce dispositif comprend essentiellement une came (4)
montée librement pivotante sur le dessous du tampon (1) et dont l'une (15) des extrémités est actionnable par une vis (5) solidaire du tampon (1)
pour permettre à l'autre extrémité (18) de la came (4) de s'engager sous le cadre (2) afin de réaliser le verrouillage, un ressort (11) étant interposé
entre l'extrémité (15) de la vis (5) et la came (4). Ce dispositif permet le verrouillage d'un tampon sur un châssis constituant par exemple l'entourage
d'un trou d'homme dans une chaussée.
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