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Abstract (en)
A contact-lens blank (15) is held in such a way that it cannot rotate about its axis (Y). A cutting tool (27) driven so as to rotate about a rotational axis
(X) is used for the machining. During the machining, the rotational axis (X) of the cutting tool (27) and the axis (Y) of the blank (15) are pivoted with
regard to one another about a pivot axis (Z) at right angles to both the rotational axis (X) and the axis (Y). So that the entire supporting face of the
blank (15) can be machined in one operation, the rotational axis (X) of the cutting tool (27) is pivoted in both directions from a position at right angles
to the axis (Y) of the blank (15). <IMAGE>

Abstract (de)
Ein Kontaktlinsen-Rohling (15) wird um seine Achse (Y) unverdrehbar gehalten. Zur Bearbeitung dient ein um eine Drehachse (X) drehend
angetriebenes Schneidwerkzeug (27). Während der Bearbeitung werden die Drehachse (X) des Schneidwerkzeuges (27) und die Achse (Y) des
Rohlings (15) in Bezug auf einander um eine sowohl zur Drehachse (X) als auch zur Achse (Y) rechtwinklige Schwenkachse (Z) verschwenkt. Um in
einem Arbeitsgang die gesamte Berührungsfläche des rohlings (15) bearbeiten zu können, wird die Drehachse (X) des Schneidwerkzeuges (27) von
einer zur Achse (Y) des Rohlings (15) rechtwinkligen Stellung nach beiden Richtungen verschwenkt.
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