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Abstract (en)
[origin: JPH01236002A] PURPOSE: To ensure the sealing of an inner boot to a foot in any tilting position by surrounding an upper edge of the inner
boot with a belt thus sealing up a portion near the upper edge having no relation to a compression of a cushion of the inner boot. CONSTITUTION:
A belt 6 is fixed to an outer side of a foot portion 4 to surround a rear portion 3 and an inner boot 5 at its upper area for preventing a crack from its
occurring in the rear portion area in a forward tilting posture due to the foot portion 4 opposite to a front portion of the boot having a height even
lower than the rear portion 3. In case of a simple structure, the belt 6 is fixed with a climb lock on the foot portion 3. The belt 6 is fixed via an arched
fitting 9 which is engaged in an opening 11 disposed in the foot portion 3 through an extending portion 10. In this case, a position of the belt 6 is set
via an inserting means 12 provided to the arched fitting 9. The inserting means passes through a hole 13 of the belt.

Abstract (de)
Bei einer Einrichtung zum Verbessern des Abschlusses zwischen dem Schaft (3) eines Skischuhes (1) bzw. eines Innenschuhes (5) und dem Bein
mit einem am Skischuh (1) oder am Innenschuh (5) festgelegten Band (6), welches den Schuh (1) und das Bein umgibt und nach Art eines Gürtels
schließbar ist, weist das Band (6) wenigstens ein Kupplungsglied (13, 14) für die wahlweise Festlegung am Schaft (3) oder am Innenschuh (5) des
Skischuhes (1) auf, welches mit einem entsprechenden Kupplungsglied (11, 14) am Schaft (3) oder am Innenschuh (5) des Schuhes (1) verbindbar
ist.
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