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Abstract (en)
For monitoring a (redundant) safety shut-off in the form of an ELAB solenoid shut-off valve on internal combustion engines, that is particularly diesel
engines, it is proposed to separate the voltage supply for the control unit and the fuel delivery control device for the diesel injection pump on the one
hand and the control of the solenoid safety shut-off valve on the other hand from one another by means of a relay with cut-out delay, so that when
the vehicle is shut off it can be determined whether shutting off of the motor occurs due to interruption of the fuel supply immediately after shut-off,
owing to the correct action of the solenoid safety shut-off valve, or delayed together with the subsequent currentless switching of the electrical or
electronic control unit for the diesel control. <IMAGE>

Abstract (de)
Zur Überwachung eines (redundanten) Sicherheitsabstellers in Form eines elektromagnetischen Abschaltventils ELAB bei Brennkraftmaschinen,
nämlich insbesondere Dieselmotoren, wird vorgeschlagen, die Spannungsversorgung für das Steuergerät und das Mengenstellwerk der
Dieseleinspritzpumpe einerseits und die Ansteuerung des elektromagnetischen Sicherheitsabschaltventils andererseits durch ein Relais
mit Ausschaltverzögerung voneinander zu entkoppeln, so daß beim Abschalten des Fahrzeugs festgestellt werden kann, ob das Abstellen
des Motors durch Unterbrechung der Kraftstoffzufuhr sofort nach dem Abschalten aufgrund der korrekten Wirkung des elektromagnetischen
Sicherheitsabschaltventils erfolgt oder zeitverzögert zusammen mit der späteren Stromlosschaltung des elektrischen oder elektronischen
Steuergeräts für die Dieselregelung.

IPC 1-7
F02D 41/22; F02D 41/38

IPC 8 full level
F02D 41/22 (2006.01); F02D 41/30 (2006.01); F02D 41/38 (2006.01); F02B 3/06 (2006.01)

CPC (source: EP US)
F02D 41/221 (2013.01 - EP US); F02D 41/30 (2013.01 - EP US); F02B 3/06 (2013.01 - EP US)

Citation (search report)
• [A] GB 2144180 A 19850227 - BOSCH GMBH ROBERT
• [A] EP 0188404 A2 19860723 - VOEST ALPINE FRIEDMANN [AT]
• [A] US 4648364 A 19870310 - WILLS WILLIAM H [US]
• [A] FR 2549899 A1 19850201 - BOSCH GMBH ROBERT [DE]

Cited by
EP0569227A1; EP0596297A3; FR2641327A1; FR2660450A1; FR2628482A1

Designated contracting state (EPC)
DE FR GB

DOCDB simple family (publication)
EP 0326694 A1 19890809; EP 0326694 B1 19910306; DE 3802770 A1 19890810; DE 3861965 D1 19910411; JP 2749345 B2 19980513;
JP H01224436 A 19890907; US 4905645 A 19900306

DOCDB simple family (application)
EP 88120971 A 19881215; DE 3802770 A 19880130; DE 3861965 T 19881215; JP 1651389 A 19890127; US 30005989 A 19890123

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0326694A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP88120971&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02D0041220000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=F02D0041380000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02D0041220000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02D0041300000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02D0041380000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02B0003060000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02D41/221
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02D41/30
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02B3/06

