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Abstract (en)
This package which can be used for the separate reheating of two separate constituents comprises an annular trough (1) allowing the reheating of
the constituent contained in it and a central cup (2) allowing the constituent contained in it to be maintained at a temperature distinctly lower than
the preceding one, the said trough and cup being made from a material which does not absorb microwave energy and the height of the central cup
being equal to or less than that of the annular trough. <IMAGE >

Abstract (fr)
Cet emballage utilisable pour le réchauffement différencié de deux constituants séparés comprend une barquette annulaire (1) permettant le
réchauffement du constituant y contenu et une coupelle centrale (2) permettant le maintien du constituant y contenu à une température nettement
inférieure à la précédente, lesdites barquette et coupelle étant en un matériau n'absorbant pas l'énergie micro-ondes et la hauteur de la coupelle
centrale étant égale ou inférieure à celle de la barquette annulaire.

IPC 1-7
B65D 81/34; H05B 6/64

IPC 8 full level
B65D 1/34 (2006.01); B65D 81/32 (2006.01); B65D 81/34 (2006.01)

CPC (source: EP)
B65D 1/34 (2013.01); B65D 81/3216 (2013.01); B65D 81/3453 (2013.01); B65D 2581/3432 (2013.01)

Citation (search report)
• [XD] US 2714070 A 19550726 - WELCH ARTHUR E
• [A] US 4425368 A 19840110 - WATKINS JAMES D [US]
• [A] US 3271169 A 19660906 - BAKER BERKLEY J, et al
• [A] DE 2451394 A1 19760506 - TECKTON INC

Cited by
FR2978957A1; NL1015282C2; EP3174816A4; EP0602511A1; DE4241980A1; US5293021A; US9938067B2; WO2016019218A1

Designated contracting state (EPC)
AT BE CH DE ES FR GB GR IT LI LU NL SE

DOCDB simple family (publication)
EP 0327659 A1 19890816; EP 0327659 B1 19930602; AT E90060 T1 19930615; AU 2835289 A 19890817; AU 616459 B2 19911031;
DE 3881506 D1 19930708; DE 3881506 T2 19930923; ES 2041275 T3 19931116; JP 2796330 B2 19980910; JP H01254582 A 19891011;
NO 176658 B 19950130; NO 176658 C 19950510; NO 890581 D0 19890210; NO 890581 L 19890814; PT 89653 A 19891004;
PT 89653 B 19940131

DOCDB simple family (application)
EP 88102012 A 19880211; AT 88102012 T 19880211; AU 2835289 A 19890110; DE 3881506 T 19880211; ES 88102012 T 19880211;
JP 3012289 A 19890210; NO 890581 A 19890210; PT 8965389 A 19890208

https://worldwide.espacenet.com/patent/search?q=pn%3DEP0327659A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP88102012&lng=en&tab=main
http://www.wipo.int/ipcpub/?version=20000101&symbol=B65D0081340000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?version=20000101&symbol=H05B0006640000&priorityorder=yes&lang=en
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0001340000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0081320000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0081340000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D1/34
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D81/3216
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D81/3453
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2581/3432

