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Abstract (en)
In a finished leather (13), the finish (14) consists of an inner layer (14a), which has been formed from a crosslinkable, preferably polyurethan-
containing polymer dispersion and has a pore or foam structure, and of an outer layer (14b) which is attached to this inner layer (14a) and has a
structured surface and which has been formed from a crosslinkable polymer dispersion or solution. At least one of the two layers (14a,14b) contains
a reinforcing layer, for example a textile material or a fleece material. The dressed leather has a water vapour permeability of more than 0.3 mg/
cm<2> h.

Abstract (de)
Bei einem zugerichteten Spaltleder (13) besteht die Zurichtung (14) aus einer inneren Schicht (14a), die aus einer vernetzbaren, vorzugsweise
Polyurethan enthaltenden Kunststoffdispersion gebildet ist und eine Poren- bzw. Schaumstruktur aufweist, und aus einer mit dieser inneren Schicht
(14a) verbundenen äußeren, eine strukturierte Oberfläche aufweisenden Schicht (14b), die aus einer vernetzbaren Kunststoffdispersion oder
Kunststofflösung gebildet ist. In wenigstens einer der beiden Schichten (14a,14b) ist eine, beispielsweise aus einem Textilmaterial oder aus einem
Vliesmaterial bestehende, Verstärkungseinlage angeordnet. Das mit der Zurichtung versehene Spaltleder weist eine Wasserdampfdurchlässigkeit
von mehr als 0,3 mg/cm² h auf.
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