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Abstract (en)
In order to ensure, in a folding apparatus for processing two webs (1, 2), running in adjacently, having at least one bucket wheel (5), which has a
plurality of compartments (7), bounded by guide plates, on the circumference, that all these assigned compartments are filled, even in the case of
a different processing of the two webs (1, 2), the bucket wheel (5) is subdivided into a number of bucket wheel sections (5a, b), which adjoin each
other laterally and can be driven independently of one another by assigned drive devices (9), said number corresponding to the number of webs (1,
2) to be processed adjacently. <IMAGE>

Abstract (de)
Um bei einem Falzapparat zur Verarbeitung von zwei nebeneinander einlaufenden Bahnen (1, 2) mit wenigstens einem Schaufelrad (5), das
mehrere, durch Führungsscheiben begrenzte Gefache (7) am Umfang aufweist, sicherzustellen, daß auch im Falle einer unterschiedlichen
Verarbeitung der beiden Bahnen (1, 2) alle diesen zugeordneten Gefache belegt werden, ist das Schaufelrad (5) in eine der Anzahl der
nebeneinander verarbeitbaren Bahnen (1, 2) entsprechende Anzahl seitlich aneinander anschließender, durch zugeordnete Antriebseinrichtungen
(9) unabhängig voneinander antreibbarer Schaufelradabschnitte (5 a, b) unterteilt.
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