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Abstract (en)
A rodless actuator with a stroke limiting device. There is a cylinder (1) which contains a cylinder tube (2) in which a displaceable piston actuated by
pressure medium and designed as a drive part (4) is located. It is provided with an inner driving-magnet arrangement (14). Located on the outside
on the cylinder tube (2) is an output part (10) provided with an outer driving-magnet arrangement (15), and the two parts (4, 10) are magnetically
coupled to one another. The stroke limiting device (17) is arranged on the outside on the cylinder (1) and co-operates with the output part (10).
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Abstract (de)
Es handelt sich um eine kolbenstangenlose Kolben-Zylinder-Anordnung mit einer Vorrichtung zur Hubbegrenzung. Es ist ein Zylinder (1) vorhanden,
der ein Zylinderrohr (2) enthält, in dem sich ein druckmittelbetätigt verschiebbarer, als Antriebsteil (4) ausgebildeter Kolben befindet. Es ist mit einer
inneren Mitnehmer-Magnetanordnung (14) versehen. Außen am Zylinderrohr (2) befindet sich ein mit einer äußeren Mitnehmer-Magnetanordnung
(15) versehenes Abtriebsteil (10), und die beiden Teile (4, 10) sind magnetisch miteinander gekoppelt. Die Vorrichtung zur Hubbegrenzung (17) ist
außen am Zylinder (1) angeordnet und arbeitet mit dem Abtriebsteil (10) zusammen.
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