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Abstract (en)
[origin: US4932188A] The apparatus for closing envelopes includes two sets of drive wheels (11A, 11B; 12A, 12B) defining a substantially linear
envelope path (1) along which envelopes which are received open are displaced flat, are closed, and are then ejected. The apparatus includes a
pair of pivotally mounted presser elements (30, 31) disposed between the two sets of drive wheels and put in a rest position off the path while the
envelope is advancing and moved to a working position on the path when an open flap reaches the pair of presser elements, with the direction of
displacement of the envelope along the path then being reversed substantially simultaneously with the pair of elements being put into the working
position. The invention is applicable to processing mail.

Abstract (fr)
Le dispositif de fermeture d'enveloppes comporte deux jeux de galets d'entrainement (11A, 11B, 12A, 12B) définissant un chemin d'enveloppes (1)
sensiblement linéaire, sur lequel chaque enveloppe reçue ouverte est déplacée à plat, fermée et éjectée, et une paire d'éléments presseurs (30, 31)
pivotante, montée entre les deux jeux de galets et mise en position de repos hors du chemin, pendant le déplacement d'avance de l'enveloppe, et
en position de travail sur le chemin, lors de la présence du rabat ouvert à son niveau, avec sensiblement simultanément, une inversion du sens de
déplacement de l'enveloppe sur le chemin. Application traitement de courrier.
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