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Abstract (en)
Operation method for an optical smoke detector, in which in order to detect smoke at least one light- sensitive receiver measures the useful
scattered radiation which proceeds from an element in space, which is situated in the region of intersection of the directed field of view of the light-
sensitive receiver and the directed beam of a light source, in order to detect the extraneous scattered radiation generated by contamination of
the measurement chamber the light- sensitive receiver or a second light-sensitive receiver detecting the radiation which proceeds from a surface
element of the measurement chamber, characterised in that the reflection radiation of an illuminated surface element is measured. <IMAGE>

Abstract (de)
Verfahren zum Betrieb eines optischen Rauchmelders, bei dem zur Detektierung von Rauch mindestens ein lichtempfindlicher Empfänger die
Nutzstreustrahlung mißt, die von einem Raumelemnt ausgeht, das im Kreuzungsbereich des gerichteten Gesichtsfelds des lichtempfindlichen
Empfängers und des gerichteten Strahls einer Lichtquelle liegt, wobei zur Detektierung der durch Verschmutzung der Meßkammer hervorgerufenen
Störstreustrahlung der lichtempfindliche Empfänger oder ein zweiter lichtempfindlicher Empfänger die Strahlung erfaßt, die von einem
Flächenelement der Meßkammer ausgeht, dadurch gekennzeichnet, daß die Reflexionsstrahlung eines beleuchteten Flächenelements gemessen
wird.
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