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Abstract (en)
[origin: US5005769A] The invention relates to a device for the distribution of pulverulent product on a substrate. The device has two walls delimiting
a blade-shaped cavity converging toward substrate, a gas injection chamber closed by a plate, pierced with a multiplicity of jets 12 for injecting a gas
under pressure inducing ambient air into the cavity substantially parallel to the wall of the cavity which is adjacent thereto which homogenizes the
pulverulent gas product mixture and accelerates it in the direction of the substrate, thus forming a uniform thin layer on a substrate.

Abstract (fr)
L'invention est relative à la distribution de produit pulvérulent sur un substrat. Le dispositif 1 comprend deux parois 4 délimitant une cavité 5 en
forme de lame, de préférence convergente vers le substrat 2, un moyen d'injection 9 de gaz sous pression comprenant une chambre 10 alimentée
par du gaz sous pression, cette chambre débouchant dans la cavité 5 par une ouverture 12 disposée de manière à injecter le gaz dans la cavité 5
sensiblement parallèlement à la paroi de celle-ci qui leur est adjacente, en direction du substrat 2. Cette ouverture 12 peut être constituée par une
fente unique ou par une pluralité d'ajutages formés dans une plaque 11. Application à la formation d'une couche mince uniforme sur un substrat.
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